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First ever Indigenous Looper is designed for splitting of long blocks up to 60 meter in Roll
form at a max cutting speed of 120 Meter/minute. *
Endlessly glued soft, flexible foam long blocks can be slit to rolls of 2 mm – 25 mm
thickness by this machine. Cutting materials PUR foams.
The machine is equipped with a manual cutting angle adjustment of 0° – 6°.
The knife is equipped with a grinding unit with cup grinding stones for constant knife
sharpening.
The machine is equipped with a grinding dust extraction unit. A casing contains a ventilator,
a dust collector and a dust container.
An endless band knife running over knife wheels of 750 mm diameter is used as cutting
tool. The knife running wheels are smooth and a special knife guiding system positions the
knife point exactly.
“The feeding bridge in the stationary tower is electrically controlled and is used for opening
and closing the circular track. It allows the feeding of the block into the long splitting
machine. Moveable by motor-driven rope winches.”
A Block straightner which is adjustable by motor is installed in front of the cutting unit. It is
used for an accurate guiding of the block and for fixing the block during the gluing of the
long block.
Machine is eqipped with Winding unit with two winding rollers and supporting spindles,
max. winding diameter 2.0 m.
“The circular knife cross cutter is positioned on the platform of the winding unit in order to
be able to cut off the foil by motor after the winding process. The foil cutter works with a
circular knife which is moved by a motor over the working width.”
“The machine is controlled by a high-capacity PLC. In conjunction with the latest servo and
frequency inverter technology this is an optimal automation solution. All operating controls
of the machine are in a control cabinet placed near the cutting unit.”

Description Technical Details

Block Width

Block Height

Block Length

Compressed Air Range

Cutting Angle Range

Cutting Range

Cutting Tolerance

Knife Size

Max Cutting Speed

Max Winding Diameter

Power Suppply

2300 MM

1200 MMknjjhiokj

30/60 Meter

6-8 Bar

0-6 Degree

2 MM to 25 MM

0.2 MM

80X0.6 mm

120 Meter/Minute *

2000 MM

415 volt, 3 Phase, 50 Hz

Specification


